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  Revision

Tolerance (±)

Physical Characteristics

11/17/2021

3.81

0.30

 - 

Cross 
Section

Ae (mm2)

Volume Ve 

(mm3)

Path 
Length Le 

(mm)

 - 

1.740

0.76

10.01

Electrical Characeristics

500

DC Bias min 
(oersteds)

Watt Loss

@ 50kHz, 100mT

max (mW/cm3)

00X130LE026

Est. Weight
 (Ea. Piece)

 (g)

0.150

(in)

0.012

 - 

Box Qty= 16 Pcs

Available Hardware

Break 
Strength 
Min (kg)

Window 
Area Wa 

(mm2)

Min44.22

2.119

0.874

4.268

0.788

0.394

53.85

22.20

108.46

20.02

26

XFlux
 Permeability (µ)

1.27

 - 

 - 

32.51

Dimensions

(mm)

130.30

Core MarkingAL 

(nH/T2)

(mm)(in)

5.128

1.279

Packaging

Lot Number  Part Number

X130LE026XXXXXX254 ± 8%

219 237,000

Notes: Temperature Rating

700 °C

734TBD 1,963 1,080

Curie Temp: 

0.050

 - 

 - 

0.030

 - 

Min

Min

Nom

110 Delta Drive
Pittsburgh, PA 15238

NAFTA Sales: (1)800-245-3984
HK Sales : (852)3102-9337

magnetics@spang.com
www.mag-inc.com
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Typical DC Bias Performance
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