
17.35 9.53 14
16.59 10.16 12.70
17.35 9.53 14
16.59 10.16 12.70
17.35 9.53 20
16.59 10.16 19.05
17.35 9.53 20
16.59 10.16 19.05
21.08 12.07 14
20.32 12.70 12.70
21.08 12.07 14
20.32 12.70 12.70
21.08 12.07 20
20.32 12.70 19.05
21.08 12.07 20
20.32 12.70 19.05
27.69 14.10 14
26.92 14.73 13.00
27.69 14.10 14
26.92 14.73 14.02
27.69 14.10 15
26.92 14.73 14.02
27.69 14.10 15
26.92 14.73 14.02
27.69 14.10 15
26.92 14.73 14.00
27.69 14.10 19
26.92 14.73 17.96
27.69 14.10 19
26.92 14.73 18.01
27.69 14.10 19
26.92 14.73 17.88
27.69 14.10 23
26.92 14.73 22.35
27.69 14.10 23
26.92 14.73 22.35
27.69 14.10 34
26.92 14.73 33.53
27.69 14.10 34
26.92 14.73 33.53
33.55 19.46 19
32.79 20.09 13.89
33.55 19.46 15
32.79 20.09 14.00
33.55 19.46 15
32.79 20.09 13.89
33.55 19.46 15
32.79 20.09 14.02
33.55 19.46 19
32.79 20.09 17.83
33.55 19.46 19
32.79 20.09 17.98
33.55 19.46 22
32.79 20.09 21.34
33.55 19.46 22
32.79 20.09 21.34
33.55 19.46 33
32.79 20.09 32.00
33.55 19.46 33
32.79 20.09 32.00

P/N

Dimensions (mm)

Ae (mm2) Le (mm)
OD After Finish
OD Before Finish

ID After Finish
ID Before Finish

HGT After Finish
HGT Before Finish

Standard
Family Size Perm AL (nH/T2)

77121A7HT14 120 60 70 38.4 41.2

77120A7HT14 120 125 144 38.4 41.2

77121A7HT20 120 60 105 57.6 41.2

77120A7HT20 120 125 216 57.6 41.2

77848A7HT14 206 60 64 44.2 50.9

77206A7HT14 206 125 136 44.2 50.9

77848A7HT20 206 60 96 66.3 50.9

77206A7HT20 206 125 204 66.3 50.9

77894A7HT14 930 60 88 76.1 63.5

77930A7HT14 930 125 183 82.1 63.5

77935A7HT15 930 75 118 82.1 63.5

77930A7HT15 930 125 197 82.1 63.5

77894A7HT15 930 60 94 82.1 63.5

77935A7HT19 930 75 151 105.0 63.5

77930A7HT19 930 125 253 105.0 63.5

77894A7HT19 930 60 120 105.0 63.5

77894A7HT23 930 60 150 131.0 63.5

77930A7HT23 930 125 314 131.0 63.5

77894A7HT34 930 60 225 196.0 63.5

77930A7HT34 930 125 471 196.0 63.5

77553A7HT19 548 75 128 110.0 81.4

77071A7HT15 548 60 80 86.0 81.4

77553A7HT15 548 75 99 85.5 81.4

77548A7HT15 548 125 167 86.3 81.4

77071A7HT19 548 60 102 110.0 81.4

77548A7HT19 548 125 214 110.5 81.4

77071A7HT22 548 60 122 131.2 81.4

77548A7HT22 548 125 254 131.2 81.4

77071A7HT33 548 60 183 196.8 81.4

77548A7HT33 548 125 381 196.8 81.4

Go to New Heights!
Magnetics now offers customizable heights on standard cores.

• Eliminates need
for stacking and/or
bonding

• Available in Kool Mµ
(part numbers shown),
MPP and High Flux

• Custom heights
available

• All standard
permeabilities
available

Visit us online!
www.mag-inc.com

NAFTA Sales
1412 6961333

magnetics@spang.com

International Sales
+852 3102 9337

asiasales@spang.com


